Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>DESCRIPTION</th>
<th>DRAWING NUMBER</th>
<th>REVISION</th>
</tr>
</thead>
<tbody>
<tr>
<td>DN-300-RMK</td>
<td>Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up</td>
<td>06022023-DN-300-Mounting-Options-03-LBF</td>
<td>3.0</td>
</tr>
</tbody>
</table>

NOTES: Ratio is 1:2. Actual dimensions shown in red. All measurements shown are in millimeters.
Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up

MODEL NUMBER: DN-300-RMK
DESCRIPTION: Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up
DRAWING NUMBER: 06022023-DN-300-Mounting-Options-03-LBF
REVISION: 3.0

NOTES: Ratio is 1:2. Actual dimensions shown in red. All measurements shown are in millimeters.
Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up

**Model Number**: DN-300-RMK

**Description**: Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up

**Notes**: Ratio is 1:2.
### MODEL NUMBER
- DN-300-RMK

### DESCRIPTION
- Mounting Options for DisplayNet® SDVoE Transmitter / Receiver, 1-up or 2-up

### NOTES:
- Ratio is 1:2. To ensure proper ventilation, please be sure that there is a minimum of 1/4 U of open rack space above and below a stacked pair of units.

### REVISED BY
- L. Barlow Flournoy
- 06.FEB.2023

### APPROVED BY
- S. Barlow
- 06.FEB.2023

### REVISION
- 3.0