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DVIGear Shows Full Range of HDMI Solutions at InfoComm Asia Show 

DVIGear Highlights Product Solutions for HDMI v1.3 Display Applications 

 

Hong Kong, (SAR) China  –  November 19, 2008 – DVIGear, a leading manufacturer of digital 

connectivity products, will exhibit a full suite of HDMI product solutions at the InfoComm Asia show.  

These products are designed to give system integrators and installers greater performance and flexibility 

for advanced digital display systems.   

 

HDMI Matrix Switchers 
DVIGear will exhibit its expanded range of multi-format HDMI and DVI Matrix Switchers.  Based on an 

innovative modular architecture that allows seamless integration of multiple digital signal platforms, these 

units offer unsurpassed signal fidelity and system control capabilities.  Full support for HDCP repeater 

protocol, as well as Advanced EDID management and versatile RS232 / LAN control make these units 

the ultimate signal routing engines for high-end home entertainment systems.  DVIGear’s HDMI and DVI 

Matrix Switchers are available in a wide range of configurations from 4x4 to 32x32 arrays.  These units 

support all HDTV resolutions up to 1080p, as well as single-link DVI resolutions up to 2048x1200 pixels 

and dual-link DVI up to 4096x2400 pixels. 

 

HDMI Distribution Products 
DVIGear will exhibit its full range of high performance HDMI v1.3 compliant distribution products including 

a comprehensive range of splitters, switchers, extenders, scalers and format converters.  These products 

offer full support for HDCP encrypted signals, as well as support for all HDTV resolutions up to 1080p and 

PC resolutions up to 1920x1200 /60 Hz.  Furthermore, DVIGear’s new line of HDMI v1.3 products offers 

full support for 1080p/12-bit “deep color” operation. 

 

HDMI Fiber Optic Cables 
DVIGear will display a new modular optical solution that flawlessly routes HDMI signals over a single 

high-speed optical fiber.  This innovative solution will allow qualified installers to pull their own optical fiber 

and terminate it in the field.  Using DVIGear’s plenum-rated optical fiber, HDMI signals can be routed in 

excess of 300 meters (1,000 ft.) and supports data rates of up to 10.2 Gbps – more than double the 

speed possible with HDMI over CAT5 solutions on the market today !   With these very high data rates, 

this product is one of the few that is HDMI v1.3 category 2 compliant, and the only one that supports 

cable runs up to 1,000 ft.  This makes it the ideal solution for installers that want to future-proof their 

installations with cutting-edge optical technology. 



  

Super High Resolution™ HDMI Cables 
A cornerstone of its range of high performance products, DVIGear’s Super High Resolution™ (SHR™) 

HDMI and DVI cables are engineered for fully transparent operation with single-link bit rates up to 2.25 

Gbit/sec..  Over the last three (3) years, DVIGear’s SHR™ cables have successfully defined a new 

industry benchmark for performance and durability.  Designed to support next-generation flat panel 

displays and projectors that feature “Deep Color” HDMI inputs, these cables provide flawless support for 

1080p/12-Bit “deep color” resolution at cable lengths up to 40 meters (131 ft.).  1080p/8-Bit color is 

supported at cable lengths up to 50 meters (164 ft.). 

 

Unlike consumer-grade cables that use 28AWG or 30AWG wire, DVIGear’s Super High Resolution™ 

cables are constructed with heavy 22AWG gauge wire to minimize high frequency insertion losses 

common to long cable runs.  These losses are further reduced by DVIGear’s Active Cable Extender 

(ACE™) technology, which automatically corrects for insertion losses regardless of cable length.  

DVIGear’s ACE™ is included with all HDMI and DVI cables longer than 10 meters (32.8 ft.).  Thanks to 

low insertion loss, as well as ultra-low skew and crosstalk, DVIGear’s Super High Resolution™ (SHR™) 

cables offer unmatched performance for all HDMI and DVI display applications. 

 

“Our customers have requested digital cables that can support higher resolutions and bit-rates so that 

they can be assured against future obsolescence.  Our HDMI and DVI cables offer the highest bit-rate 

support over the longest lengths in the industry,” said Steven Barlow, president of DVIGear.  “This makes 

them the ideal solution for all leading edge display applications,” Barlow continued. 

 

To order these products or to get additional information, please go to http://www.dvigear.com, or call 

DVIGear at 888.463.9927.  For marketing support materials, including high-resolution photos, please 

contact Steven Barlow at 770.421.6699, x111 or steven@dvigear.com. 

 

About DVIGear 
DVIGear has been recognized as a leading expert in digital connectivity solutions ever since DVI 

technology first appeared in professional and consumer products almost a decade ago.  Founded by 

industry visionary Gary Kayye, DVIGear is based in Atlanta, Georgia and is now under the leadership of 

30-year projection veteran Steven Barlow. 

 

### 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


